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used directives and standards

Pos Pos.text Short.desc. Document-No. Issued SICK-Id-No. Pos-Exchg.

0110 OJEU L 96 EMC-DIRECTIVE  2014/30/EU RL 2014/30/EU 2014-02-26 8606191
0150 OJEU L 96 ATEX-DIRECTIVE  2014/34/EU EXPL.ATMOSPH RL 2014/34/EU 2014-02-26 8606193
1230 LVD,EMC LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR EN 60947-5-2 2007-12-01 8605900
1235 LVD,EMC LOW-VOLTAGE SWITCHGEAR AND CONTROLGEAR EN 60947-5-2/A1 2012-11-01 8606124
4000 ATEX EXPLOSIVE ATMOSPHERES, GAS, DUST EN 60079-0 2012-08-01 8606139
4005 ATEX EXPLOSIVE ATMOSPHERES, GAS, DUST EN 60079-0/A11 2013-11-01 8606140
4020 ATEX ELECTRICAL APPARATUS FOR EXPLOSIVE GAS EN 60079-15 2010-05-01 8606045
4030 ATEX ELECTRICAL APPARATUS FOR EXPLOSIVE GAS EN 60079-28 2007-03-01 8605902
4040 ATEX EXPLOSIVE ATMOSPHERES, DUST EN 60079-31 2014-07-01 8606187
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Ident-No.: 9101170, YSG3 

Erklärung 
 

im Sinne der Richtlinie 2014/34/EU  
 

Hiermit erklären wir, dass die Geräte (siehe Seite 4), 
 

der Produktfamilie MZT6 
 
mit den grundlegenden Anforderungen der auf Seite 2 aufgeführten EG-Richtlinien übereinstimmen. Bei einer 
nicht mit uns abgestimmten Änderung eines auf der Seite 4 aufgeführten Gerätes verliert diese Erklärung, für 
dieses Gerät, ihre Gültigkeit. 
 
 
Folgendes Prüfergebnis wurde für die aufgeführten Geräte erzielt:  
 
    ΙΙ 3G  Ex  nA  op is  ΙΙC  T4  Gc  X 
    ΙΙ 3D  Ex  tc  ΙΙΙC  T135°C  Dc   X 
 
Das Sensorgehäuse bietet bei Einsatztemperaturen unter 0°C einen ungenügenden Schutz gegen 
mechanische Schläge im Sinne der Ex-Normen. Dies ist beim Betrieb des Sensors zu berücksichtigen 
(Betriebsanleitung beachten).  
 
Die Erklärung bescheinigt die Übereinstimmung mit den genannten Richtlinien, beinhaltet jedoch keine 
Zusicherung von Eigenschaften. 
Die Sicherheitshinweise der mitgelieferten Produktdokumentationen sind zu beachten. 
 
 

 
 
 
 

Declaration 
 

In Compliance with the Directive 2014/34/EU  
 

We hereby declare that the devices (see page 4) 
 

of the product family  MZT6 
 

comply with the basic requirements of the EC Directive specified under page 2. If an item of equipment listed on 
page 4 is modified without our approval then this declaration loses its validity for this equipment. 
 
 
Following inspection result have been achieved for the listed devices: 

    ΙΙ 3G  Ex  nA  op is  ΙΙC  T4  Gc  X 
    ΙΙ 3D  Ex  tc  ΙΙΙC  T135°C  Dc   X 
 
The housing of the sensor offers at operating temperatures below 0°C an insufficient protection against 
mechanical hits in the sense of the Ex-standards. This has to be taken into account while operating the sensor 
(see instruction manual).  
 
The declaration certifies conformance with the listed directives, but does not guarantee product characteristics. 
The safety instructions contained in the product documentation must be observed.  
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List of devices (count: 5)

SICK-ID-No. Device-type

1025827 MZT6-03VPS-KWX
1028629 MZT6-03VPS-KPX
1029161 MZT6-03VPS-KQX
1042119 MZT6-03VPS-KWAS06
1042130 MZT6-03VPS-KQDS03
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